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3 PHASE SOLID STATE REVERSING RELAY

K2R480C1DA K2R480R1DA

K2R480C2DA K2R480R2DA
K2R480C3DA K2R480R3DA
K2R480C4DA K2R480R4DA
K2R480C5DA K2R480R5DA
K2R480C7DA K2R480R7DA
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Motor reversing for 3-phase induction motors.

A% %3158 Nodel No. Descriptions:
K2R 480C1DA

S & BB T H480VAC TT7T
Rated operatlonal voltage : Up to 480VACrms. o ZPHASE I IJ %%E "
Pq 3% 1% é’k I K2 : 2 PHASE MOTOR REVERSING Load rate operation voltage
. BU|It in |nterlockfunct|on 4 455 1 480 = 460VAC A s
DX E o %J /3T TR i?'c’ %J Load Rated Operational Volage o
DC control volta e /AC control voltage 480 = 480VAC Staring Type Conteol Voltage
o P9 A T AR e DD oot (10-60V00)
Built-in voltage transient protection. Ref A =7 A (80-280V4C)
O B A8 4 4 T R o 1£4000VACKmS. R =Random Swithcing | A =AC nput (80~280VAC)
Insulation: Optocoupler(input-output)4000VACrms. v _
HitsEx % Motor Power Rating :
1=1HP (0.75kW) , 2=2HP (1.5kW ), 3=3HP ( 2.2kW)
_ Ro D U CT S ELECTO N 4=4HP (3.0KW) , 5=5HP (4.0kW) , 7=7.5HP ( 5.5kW )
# i A A& OUTPUT SPECIFICATIONS
ou 4 Description K2R480C1DA  K2R480C2DA  K2R480C3DA K2R480C4DA K2R480C5DA K2R480C7DA
EREAhE Motor rating 1HP/0.75kW 2HP/1.5kW 3HP/2.2kW 4HP/3.0kW 5HP/4.0kW 7.5HP/5.5kW
A% E R’ Operating Voltage [VAC] 24-480 24-480 24-480 24-480 24-480 24-480
I TR Maximum Transient Overvoltage [Vpk] 1200 1200 1200 1200 1200 1200
BEER Maximum Off-State Leakage Current @Rated Voltage [mA] Less 1Tm Ams Less 1m Ams Less 1m Ams Less 1m Ams Less 1m Ams Less 1m Ams
" KB AR EIR Maximum Surge Current [Adc] (10ms) 10A 20A 30A 40A 50A 75A
B R 1§ Maximum On-State Voltage Drop @ Rated Current [Vdc] 1.6 1.6 1.6 16 1.6 1.6
3% F rA4L Thermal Resistance Junction to Case (Rjc) ['C/W] 08 08 08 0.8 0.8 0.8
# A # 4% INPUT SPECIFICATIONS
5 4 Description KR480CIDA  K2R480C2DA  K2R480C3DA  K2R480CADA  K2R480C5DA  K2R480CTDA
EHEE G Control Voltage Range 1050V DC 10-50VDC 10-50vDC 10-50VDC 10-50vDC 10-50vDC
B EEER Minimum Turn-on Voltage 10 10 10 10 10 10
o BB R Minimum Turn-off Voltage 20 20 20 20 20 20
B 7 5% R TR Typical Input Current at Nominal Voltage 15mA 15mA 15mA 15mA 15mA 15mA
[N B Nominal Input Impedance 1.5 Kohm 1.5 Kohm 1.5 Kohm 1.5 Kohm 1.5 Kohm 1.5 Kohm
IR R B 1F B R Maximum Turn-on Time [msec] Less 2m Sec Less 2m Sec Less 2m Sec Less 2m Sec Less 2m Sec Less 2m Sec
3 A B B B R Maximum Turn-off Time [msec] Less 12ACcycle Less 1/2ACcycle Less 1/2ACcycle Less 1/2ACcycle Less 1/2ACcycle  Less 1/2ACcycle
— # #. %  GENERAL SPECIFICATIONS
gt 4 Description K2R480CTDA  K2R480C2DA  K2R480C3DA  K2R480CADA  K2R4BOCSDA  K2R4B0CTDA
WN/¥ B s @4 B R Dielectric Strength , Input-Output Base (50/60Hz) 2500 2500 2500 2500 2500 2500
BR T Minimum Insulation Resistance 10° ohm 10° ohm 10° ohm 10° ohm 10° ohm 10° ohm
-0 B Maximum Capacitance , Input-Output Less 15pf Less 15pf Less 15pf Less 15pf Less 15pf Less 15pf
IHBEHEE Ambient Operating Temerature Range -20°C ~+80°C -20°C ~+80°C -20°C ~+80°C -20°C ~+80°C -20°C ~+80°C -20°C ~+80°C
BT 4B Ambient Storage Temperature Range -40°C~+100°C  -40°C~+100°C  -40°C~+100°C -40°C~+100°C -40°C~+100°C -40°C~+100°C
B A Switching Type Zero Cross Zero Cross Zero Cross Zero Cross Zero Cross Zero Cross
¥ Weight (g) 600g 600g 600g 600g 600g

GENERAL NOTES

(1) All parameters at 25°C unless otherwise specifie d

(2) Dielectric strength and insulation resistance are measured between input and output

(3) Heat sinking require ,for derating curves see next page.
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SOLID STATE RELAY
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